
Solid waste chiller 2 x 120 L 
Solid waste chiller for 2 x 120 L bin, ready to plug-in  
  
Dimensions  
Length:  1710 mm   
Depth:    720 mm (with door open 1359 mm) 
Height 1082 mm   
 
Top cover 
The top cover has a thickness of 15 mm and it is made of 1 mm-thick 
1.4301 chrome-nickel steel (AISI 304) with matt finish.  The top cover 
is provided with a lid made of 1.4301 chrome-nickel steel (AISI 304) 
for hygienic waste disposal  
 
Design 
The main body of the device is made entirely of 1.4301 chrome-
nickel steel (AISI 304). All visible sides have matt finish. The bottom 
part has a special hygienic design. The rear wall is provided with a 
drainage channel for the condensate and integrated bumpers to 
protect the device against mechanical damage. 
 
Built-in cooling 
The evaporator is installed outside the cooling chamber – it is insulated with foam in the rear wall. This solution 
provides better hygiene and a longer lifetime of the device.  The cooling process is carried out with automatic 
defrosting and energy-efficient condensate evaporation (condensate coil and drip tray are made of chrome-
nickel steel). The chilling unit is on the right side of the device ad it is installed inside the cooling chamber, 
which may be opened for maintenance and cleaning purposes.  The chiller is designed for operation at ambient 
temperatures reaching   
  
Electronic Controller 
The electronic controller of the device is equipped with a LED panel, which displays relevant information using 
white characters. During normal operation, the display shows current temperature inside the chamber and 
icons representing status of the compressor, fan or defrosting of the evaporator. Faults are indicated by a 
sound signal and a fault code shown on the display. The panel is provided also with four touch-buttons for 
turning the device ON/OFF, changing chamber temperature settings and starting the evaporator defrosting 
process.  
 
Insulation 
CFC-free, 50 mm-thick high-pressure polyurethane foam. 
 
Hinged door 
The hinged front door is double-walled, made entirely of 1.4301 chrome-nickel steel (AISI 304) and provided 
with an integrated bent handle. The cooling part is insulated with CFC-free high-pressure polyurethane foam. 
The hinges are maintenance-free.  The mold-resistant magnetic door seals are removable, smooth and easy 
to clean and they may be replaced without any tools. 
 
Technical specifications 
Temperature range:  +2°C up to +15°C 
Insulation: 50 mm-thick, CFC-free  
Cooling power:              322 W / -15 °C evap. temp./ + 40°C temp.  
Power supply:   400W / 230V 
Refrigerant: R290                                                                          
Power consumption: 2.8 kWh/24h 
 
Options  
Lock for the door or lid  
Adjustable winter system with oil heating   
 
Factory 
Manufacturer:  Krosno-Metal Sp. z o.o. 
Type:              AAK M021 200 

 


